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Congratulations on your purchase of the patented Landfill Lid alternative 
daily cover system.

The Landfill Lid has been designed to suit the needs of the landfill 
environment which is predominantly similar worldwide. The Landfill lid is the 
most affordable and safe alternative daily cover and will last many years if 
operated and maintained correctly.

Please take the time to read and understand the following procedures which 
will ensure you get the most out of your Landfill Lid and ensure no staff 
member operates the Lid without the necessary training in safety and 
operations.

The Landfill Lid is designed to be operated in accordance with the relevant 
environmental protection daily cover regulations.

The operator should also ensure that when placed correctly, the lid fully 
covers the working face or exposed waste area using the side skirts. Using 
correctly will ensure licence compliance regarding covering of waste.

I am sure you will find the Landfill Lid easy to operate and a cost saving 
component to your landfill operations.

If you have any queries please do not hesitate to contact our friendly staff at 
WasteWell Fabrications.

Yours sincerely,

INTRODUCTION
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Installing
Installation should be completed by a WasteWell representative or registered service 
provider with relevant qualifications. All guarantees will be void if unapproved adaptations 
are made to the Landfill Lid. After Installation a regular maintenance procedure should be 
followed to ensure maximum operation and longer life.

The purchaser or owner of the Landfill Lid must supply a well levelled gravel pad or 
concrete area for installation. No welding equipment, oxy acetylene or power is required 
during the installation process.

1. Self-installation voids warranty on structure

2. Only registered WasteWell service persons to install product

3. Product 90% complete and small amendments to suit machinery are made

Commissioning
Before using the Landfill Lid, ensure you are satisfied with the quality of the manufacturing. 
Upon your satisfaction you must sign the commissioning acceptance form at the end of the 
procedure document. The safety and procedures manual must be read and signed before 
operating.

PROCEDURES
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• All materials are supplied from supagal product

• Welding complies with AS – 1554

• All bolts are high strength structural bolts, nuts and washers grade 8.8

• Sikaflex used to insulate non welded areas in top of frame

Fully adjustable 
RHS pick ups

75mm x 75mm x 6mm 
stabiliser arms

700mm x 10mm 
kick plate

2.5mm x 700mm 
black HDPE plastic

3.2mm stainless steel 
wire rope and swages 2.4mm galvanised 

flat sheet

10mm x 50mm black 
HDPE plastic under-
neath, 6mm stainless 
steel saddles on top 

DESCRIPTION AND PARTS GUIDE
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Loaders work with 
closed bucket and in 
second lug position 

on the sleeve

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ensure you have 
the clearance below 

the pick-up 
horizontal beam

Adjust bolts to 
relocate up and down

2. Adjust pick up arms to suit height of blade and bolt in place firmly.

3. Allow room for the blade to get under the pick up when adjusting

4. Make sure that the blade can move under the pick-up arm without cutting into the 
ground below

5. If operating with a loader or excavator there is no need to remove the plastic overlay 
on the Landfill Lid

6. Adjust pick-up horizontal sleeve to ensure that they bite into the machine blade as 
soon as possible.

1. Drive machine slowly towards the pick-up section making sure the blade will clear 
under the pick-up arm

ATTACHING TO MACHINE
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�
into first lug on horizontal 
pick up sleeve. 

 

Ensure blade has 
clearance at bottom but 
not TOO excessive 

Ensure blade has 
clearance at bottom 

but not  TOO excessive

Adjust to ensure blade 
goes into first lug on 

horizontal pick up sleeve.

Adjust Horizontal 
pick-up sleeve to suit 

the machine

7.  Make sure lugs will not interfere with hoses and rams on your machine.

8.  Ensure your machine has had lifting capability approved.

9.  If lugs require adjusting remove pin and slide into correct position

10. When picking up find the lug closest to the landfill lid to ensure greater pick up 
height

11.  Ensure that the machine is square and that you are picking up from the same lugs 
on both side of the horizontal pick-up beams

12. If the ground in front of the pick-up area is uneven to the horizontal beams, use the 
blade of the machine to level the ground or waste to suit

1.  Do not drive into the Lid without lifting the lid as it will destroy it

2.  Do not hit the lugs on the way in as you will twist and bend the lid

3.  If you are not achieving the right height do not try to use – SEEK ADVICE!

4.  Do not pick up the lid with a machine not suitable to pick up the lid

5.  Do not pick up or approach the lid if any person is on, under or around the Landfill 
Lid

6.  Ensure all other staff and machinery are clear of the lid before moving
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1.  ALWAYS reverse for vision on the way 
to the tip face area if there people or 
vehicles in the vicinity

2.  Ensure you have a spotter to assist 
with direction and moving when you 
are new to use the system Lift to a 
height that is comfortable for vision 
and clearance, NO higher.

3.  Lower and lift Landfill Lids to suit 
different terrains, always keeping the 
Lid as close to the ground as practical 
as you travel. Prior to moving ensure 
there is no traffic or persons in the 
vicinity.

4.  ALWAYS reverse machinery downhill 
w h e n  m o v i n g  a  L a n d fi l l  L i d 
(compactor excepted)

5.  Ensure blade is level or in a suitable 
position for the contour of the ground

6.  Be aware of protruding equipment, 
soil piles, rocks or any other material 
t h a t  m a y  i n t e r f e r e  w i t h  t h e 
movement.

7.  Ensure the tip face is well compacted 
and free of steel and other items that 
may interfere with the lids

8.  Do not allow either end of the lid to 
dig into the ground

9.  Travel in first gear

10.  Do not use jerky movements

11.  Be aware of wind and keep the lid as 
close to the ground as practical 
allowing for sudden movement

12.  Travel on hard ground or a well 
compacted tip face

13.  Move into the place or area you wish 
to place the Lid and stop completely 
before lowering

14.  Be aware that rain can reduce vision 
and ground communication may be 
required during this time.

MOVING THE LANDFILL LID
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1.  Move slowly and smoothly

2.  Place a DO NOT OPERATE sign across 
vertical pick up beam when servicing the lid

3.  Do not go under the lid unless authorised

4.  Ensure that the lid is checked and serviced 
regularly

5.  Ensure the machine used to lift the lid is well 
maintained

6.  Always reverse downhill unless using a 
compactor

7.  Only use approved machinery to move the 
Landfill Lids

WARNING
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PLACING THE LID DOWN

1. Ensure the surface you are placing the lid 
on is well prepared and level to a degree

2. Ensure that there are no large obstacles 
such as rocks, undulation, tree trunks or the 
like that may interfere with the level 
placement of the landfill lid, the same as you 
would for placing soil.

3. Ensure that both the front and the back of 
the landfill lid is placed down evenly on the 
surface

4. Ensure that you lower it slowly and 
carefully

5. Look carefully at the pick-up beams and 
ensure there is no twisting or catching 
through pressure from the blade of your 
machine while placing the lid.

6. Ensure your machine is not moving at all 
when placing the lid

7. If unsure about the surface, err on the side 
of caution and do not place the Landfill Lid 
down on the waste. Return the lid to solid 
ground and further prepare surface. Pick up 
and placement can take place once you are 
satisfied with your waste surface.

1. Ensure the exposed waste area is well 
compacted as required by licence 
regulations

2. Ensure surface is well prepared

3. Ensure the tip face is wide enough to 
suit the landfill lid size

4. Ensure the tip face is long enough for 
the Landfill Lids

5. Ensure the angle of the tip face is 
suitable for the Landfill Lids

6. Ensure the tip face is free from 
protrusions or obstructions

7. Ensure to rill/bund top of tip face to 
divert water

8. Ensure side of tip face is tucked in 
(bunded) with VENM (soil)

9. When covered with the lids there 
should be NO visible waste

WASTE SURFACE PREPARATION
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FRAME SERVICE
The RMS frame will last the operator more than 8 years if regular checks are performed on 
the major components. Failure to maintain the frame may lead to premature deterioration 
of the system. Staff should have a system in place to ensure servicing is completed.

Bolts
1.  Inspect pick-up arm bolts visually DAILY before operating

2.  Inspect pick-up arm bolts physically WEEKLY and tighten or replace if necessary

3.  Check tension bolts every 6 MONTHS

4.  Replace with authorised bolts and washers only.

Welds
1.  Check External welds regularly for cracks, rust or damage

2.  Prepare surface and paint rusted welds with rust killer

3.  Report any damage or cracks immediately to your supervisor/manager and WasteWell

4.  Ensure any repairs are done with the technical advice of WasteWell

Paints
1.  Check Paint around welds and ensure they are rust free

2.  Check main frame for paint damage or corrosion

3.  Prepare surface and paint steel with rust killer in affected areas regularly to avoid long 
term corrosion.

4.  Use only metal primer and metal paint

Warping and Stress
1.  Check steel frame for twisting, warping or stress

2.  Notify WasteWell and supervisor/ management of the above

3.  If damage is noticed repair with WasteWell authorised repairer only

4.  Do not use the lid if damage is noticeable
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SAFETY SIGN OFF
Customer Copy

I.......................................................acknowledge that I have read and understood the 
information contained in this operation manual. I also acknowledge that I have been 
trained by an authorised trainer from WasteWell. I hereby accept the detailed information 
and I am willing to operate bound by these conditions and a general common sense 
approach to safety.

Operator

Name:

Company:

Date:

Signature:

Operators Supervisor/Manager

Name:

Company:

Date:

Signature:

Dan Cosgrove Representative

Name:

Company:

Date:

Signature:
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Manufacturer Copy
I.......................................................acknowledge that I have read and understood the 
information contained in this operation manual. I also acknowledge that I have been 
trained by an authorised trainer from WasteWell. I hereby accept the detailed information 
and I am willing to operate bound by these conditions and a general common sense 
approach to safety.

SAFETY SIGN OFF

Operator

Name:

Company:

Date:

Signature:

Operators Supervisor/Manager

Name:

Company:

Date:

Signature:

Dan Cosgrove Representative

Name:

Company:

Date:

Signature:

QUALITY STATEMENT
I............................................................................................................ of ..................................................................................................... declare that the items 

delivered to....................................................................................................are in working order and show no visible signs 

of damage of any kind

Signature..................................................................................................................... Date:.....................................................................
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